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HHTT--7700  
SIRENA VIA RADIO DA ESTERNO 

                                            
 

 

CASE ABS, UV RESISTANT 

RATED VOLTAGE 12VDC 
BACKUP BATTERY 7.2V 500mA RECHARGEABLE 

SOUNDING CURRENT 200mA @12VDC 

FLASHING CURRENT 120mA @12VDC 

SOUND LEVEL 110dB 

  
FLASH 60FLASH/MINUTE 

WORKING TEMPERATURE -20 -- +60 °C 
WIRELESS FREQUENCY 433MHZ 

VOLTAGE RANGE 9V-15VDC 
 

STANDBY CURRENT <30mA 
SOUNDING DURATION LIFE 8H 
FLASHING DURATIONE LIFE 24H 

WORKING HUMIDITY <95% 

Dimension 210(W) x 290(H) x 50(D)mm 
Weight 900g  
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PROGRAMMAZIONE DELLA SIRENA CON AUTO APPRENDIMENTO 
 

1. Collegare la batteria tampone e l’alimentatore alla scheda della sirena (vedi foto) 
2. Premere quattro volte di seguito il pulsante indicato in foto con il cerchio rosso. La sirena si 

posizionerà in modalità autoapprendimento e ci resterà per circa un minuto. Durante questo minuto bisogna 
attivare il trasmettitore. Se la procedura è andata a buon fine, la sirena inizierà a suonare e smetterà dopo 
circa un minuto. 
 

 
 

3. Il trasmettitore funziona con un positivo a dare. Questo significa che, per trasmettere un allarme, bisogna 
che ci sia un +12VDC tra i due fili del trasmettitore. NB: il cavetto ROSSO è il POSITIVO + , mentre il 
cavetto BIANCO è il NEGATIVO - . 

 
 

cavetto del trasmettitore. rosso è + , bianco è - 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

 


